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Datasheet - Connectors - Stepping ringsCONNECTORS
Stepping rings

DESCRIPTION

Part of the PAM Building cast iron connector offer, 
Stepping Rings (SR) are used to connect pipe and fittings 
of different outside diameters or material type. The 
stepping ring is suitable for the S and PLUS ranges for 
the drainage of waste water, valve water and rainwater. 
Water tightness is ensured with a PAM Rapid coupling 
with an EPDM gasket or an Adapting Collars (AC) 
depending on the material type and circumference.

RECOMMENDED USE

• Wastewater
• Valve water
• Rainwater

MATERIAL

• 100% elastomer EPDM

STANDARDS & APPROVALS

• Industry Product Standards:
• NF EN877
• NF EN681-1     

ENVIRONMENTAL DATA

• Recycling Information: Partially recyclable
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 CONNECTORS
Stepping rings

    

DN L H DE* Weight Other materials Product code

50 57 20 50 0.02 HDPE and PVC 156399
75 83 22 63 0.06 HDPE 156495
75 83 25 77 0.03 PVC 156494

100 110 25 91 0.1 PVC 156635
100 110 25 100 0.05 HDPE 156555
125 135 25 125 0.06 HDPE and PVC 156778
200 208 35 200 0.15 HDPE and PVC 157000
250 272 35 250 0.45 HDPE and PVC 157085

All dimensions are in mm and nominal weights are in kg

* External diameters of other materials 
 
Please refer to the design and installation section of our catalogue, or to the dedicated page:  
https://www.pambuilding.com/connection-to-other-materials


