dpam building

SAINT-GOBAIN

ACCESSORIES
EXACT SAW MACHINES

DESCRIPTION

MATERIAL

The Exact PipeCut & Bevel 170E machine is a Pipefitter’s
tool. It can be used for cutting and beveling cast iron
pipes for nominal diameters from DN50 to DN30O. -
Ultra-fast - Clean - Perfectly square - Light - Safe

Machines made of several composants

RECOMMENDED USE

ENVIRONMENTAL DATA

* Valve water
* Wastewater
¢ Rainwater

* Recycling Information: Not recyclable
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"~ Description | DN | Product code

Disc bevel x140 (Exact

PipeCut + Bevel 170E) DN50-150 280633
Disc cut x140 (Exact Pi-

peCut + Bevel 170E) DN50-150 280634
Exact PipeCut + Bevel DN50-150 280632

170E machine

All dimensions are in mm and nominal weights are in kg

The Exact PipeCut & Bevel 170E is equipped with an automatic beveling device.

Features:

¢ Maximum cast iron thickness: 8mm
e Cutting speed: 1600-3500 rpm

e Weight (aluminium shell): 5.7kg

e Power supply: 110V, 230V/50-60hz, 110W
¢ Blade diameter: 140mm (5.51»)

¢ Blade mounting bore: 62mm (2.44»)
e Lock: yes

e Speed preselection: yes

e Overload protection: yes

* Reduced starting current: yes

e LpA: 94 dB(A)

e KpA: 3 dB(A)

* LWA: 105 dB(A)

* KWA: 3 dB(A)

This document is provided for information purposes only and our company reserves the right to modify the information contained herein at any time. Our company declines
all responsibility in the event of the use or installation of materials that do not comply with the rules prescribed in this document as well as with the standards, the technical
documents and the applicable professional standards. Any orders placed will be subject to our General Terms and Conditions of Sale, available on request. The drawings
and/or images are the exclusive property of Saint-Gobain PAM and are confidential. They must not be reproduced or disclosed to any third party without written consent. They
may only be used for the purpose for which they were issued and are returnable on request.
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